
M Motorized Public Floorstand Single Pillar 170 HD
EAN:  7350105215834 



IMPORTANT!

VIGTIGT! 

TÄHTIS!

ACHTUNG! 

IMPORTANT! 

FONTOS!

UWAGA! 

SVARBU!

IMPORTANT!

tavan sau podea.



Parts listGlossary

Product specification

Tightening 
direction

Loosening
direction

Philips
screwdriver

Metro rule Adjustment By hand Hex wrench
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Castor wheels to base installation1.

Step 1 Step 2 Step 3

Ploes assembly to base installation2.

Step 1 Step 2

Step 1 Step 2

Ploes assembly to base installation3.

Step 1 Step 2Step 2

4. Optional AV shelf EAN: 7350105215841 

 for camera shelf 
can install under the screen

Pole assembly to base installation

Pole assembly to base installation

Make sure cables management
hole are facing the rear of base.

Ensure 8crews 
are secured firmly.



Selection of TV mouting pattens6.

Mounting TV on pole interface7.

Step 1

Step 1

Step 2

VESA standards: 200x200 ~ 800x5005.

Selection of TV mouting VESA holes

To avoid damage，spacers must be 
used when mounting screw arrive 
the bottom of the mounting hole.

Mounting TV on the board



How to: Synchronize remote control with floorstand

  

,First  make sure stand have electricity in, 
and remote control battery with electricity
Second, press this  button

thisThird, press  button 
 (UP button)

Finished

Remote

Remote

Remote control the screen up and down

Second, press this button  
(UP button)



Thread installation steps11.  Finished



M Motorized Public Floorstand Single Pillar 170 HD
For screen size: 32” - 75”
Max capacity: 60kg
VESA: 200x200~800x500mm

Phone: +46(0)8- 615 04 00 Mail: support@multibrackets.com
Postal address: Döbelnsgatan 21, 11th floor SE-111 40 Stockholm Sweden

Multibrackets Europe AB


